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This communication manual describes the communi-
cation functions (via Modbus RTU) of the
BlueVCount gas volume measurement device.

For detailed information (in particular safety, operat-
ing, maintenance and disposal instructions), please
refer to the current version of the BlueVCount gas
volume measurement device's operating manual.
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1. General communication information
The BlueVCount supports the following Modbus commands:

3 Read Holding Registers
6 Write Single Register
16 Write Multiple Registers

All addresses in this communication manual are specified in decimal and
hexadecimal values (dec/hex).

Floating values are specified as 32-bit float (IEEE754).
The byte order is DCBA.

1.1. Data transmission parameters
The following parameters must be set for serial data transmission:

Baud rate: 38400
Stop bit: 2
Parity bit: None
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2. Register description
2.1. Normalized volume

Register address:

1/0x0001

Modbus commands

3 (Read Holding Registers)

Size: 2 registers (4 byte)
Data type: 32-bit float
Description: Outputs the measured volume, in ml.

The resolution is 3 decimal places.

2.2. Pressure

Register address:

5/0x0005

Modbus commands

3 (Read Holding Registers)

Size: 2 registers (4 byte)
Data type: 32-bit float
Description: Outputs the current ambient pressure, in abso-

lute bar.

The resolution is 3 decimal places.

2.3. Temperature

Register address:

9/0x0009

Modbus commands

3 (Read Holding Registers)

Size: 2 registers (4 byte)
Data type: 32-bit float
Description: Outputs the current temperature, in °C.
The resolution is 1 decimal place.
2.4. Sensor ID

Register address:

13/0x000D

Modbus commands

3 (Read Holding Registers)

Size: 1 registers (2 byte)
Data type: Unsigned integer
Description: Outputs the ID of the sensor.

The value range is 1 - 65535.
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2.5. Set the Modbus ID
Register address: 6656/0x1A00

Modbus commands | 6 (Write Single Register)

Size: 1 registers (2 byte)
Data type: Unsigned integer
Description: The Modbus address can be changed here.

The value range is 1 - 243.

2.6. Reset the volume
Register address: 8000/0x1F40

Modbus commands | 16 (Write Multiple Registers)

Size: 2 registers (4 byte)
Data type: 32 integer
Description: A 0 must be transferred for the reset.
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3. Legal notice
BlueVCount Communication Manual - English

Index Z-BA-CM-BVCOUNT-MULTI
Version V1.00 Rev. 240110 001
© BlueSens gas sensor GmbH

The images and drawings in this communication manual may differ from

the original; they are for illustrative purposes only. All information, includ-
ing the technical information, is subject to change without notice. All im-

ages and graphics in this communication manual:

© BlueSens gas sensor GmbH, Herten.

The specifications in this manual have been carefully checked for

accuracy. Nevertheless, BlueSens gas sensor GmbH assumes no liability
for consequences arising from any errors in the description and illustrations.
The General Terms and Conditions from BlueSens gas sensor GmbH apply.

BlueSens gas sensor GmbH
Snirgelskamp 25

D-45699 Herten, Germany

Phone: +049 (0)2366/4995500
Fax: +049 (0)2366/4995599
E-mail: service@bluesens.de
Home page: www.bluesens.de

Information status: January 2024
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Diese Kommunikationsanleitung beschreibt die
Kommunikationsfunktionen des Gasvolumen Zahlers
BlueVCount iiber den Modbus RTU.

Ausfiihrliche Informationen, inshesondere Sicher-
heits-, Bedienungs-, Wartungs- und Entsorgungshin-
weise, entnehmen Sie bitte der aktuellen Version der
Bedienungsanleitung des Gasvolumen Zahlers
BlueVCount.
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1. Generelle Kommunikationsinformationen
Der BlueVCount unterstiitzt folgende Modbusbefehle:

3 Read Holing Registers
6 Write Single Register
16 Write Multiple Registers

Alle Adressen werden in dieser Kommunikationsanleitung in Dezimal- und
Hexadezimalwerten (dez/hex) angegeben.

Float-Werte werden als 32 Bit Float (IEEE754) angegeben. Die Bytereihen-
folge ist DCBA.

1.1. Parameter der Datenilibertragung
Fiir die serielle Datenlibertragung miissen folgende Parameter eingestellt

werden:

Baudrate: 38400
Stoppbit: 2
Paritatsbit: None




BlueSens

Registerbeschreibung

2. Registerbeschreibung
2.1. Normiertes Volumen

Registeradresse: 1/0x0001

Modbusbefehle 3 (Read Holding Registers)

GroRe: 2 Register (4 Byte)

Datentyp: 32 Bit Float

Beschreibung: Gibt das gemessene Volumen in ml aus.
Die Auflésung betrégt 3 Nachkommastellen.

2.2. Druck

Registeradresse: 5/0x0005

Modbusbefehle 3 (Read Holding Registers)

GroRe: 2 Register (4 Byte)

Datentyp: 32 Bit Float

Beschreibung: Gibt den aktuellen Umgebungsdruck in Bar ab-
solut aus.
Die Auflésung betrégt 3 Nachkommastellen.

2.3. Temperatur

Registeradresse:

9/0x0009

Modbusbefehle

3 (Read Holding Registers)

Groe:

2 Register (4 Byte)

Datentyp:

32 Bit Float

Beschreibung:

Gibt die aktuelle Temperatur in °C aus.

Die Auflésung betrégt eine Nachkommastelle.

2.4. Sensor ID

Registeradresse:

13/0x000D

Modbusbefehle

3 (Read Holding Registers)

GroRe:

1 Register (2 Byte)

Datentyp:

Unsigned Integer

Beschreibung:

Gibt die ID des Sensors aus.

Der Wertebereich ist 1 - 65535.
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2.5. Modbus ID setzen

Registeradresse: 6656/0x1A00

Modbusbefehle 6 (Write Single Register)

GroRe: 1 Register (2 Byte)

Datentyp: Unsigned Integer

Beschreibung: Hieriiber kann die Modbusadresse gedndert

werden.

Der Wertebereich ist 1 - 243.

2.6. Volumen zuriicksetzen

Registeradresse: 8000/0x1F40
Modbusbefehle 16 (Write Multiple Registers)
Grofe: 2 Register (4 Byte)
Datentyp: 32 Integer

Beschreibung:

Zum Zuriicksetzen muss eine O ibergeben wer-
den.
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3. Impressum
BlueVCount Kommunikationsanleitung - deutsch

Index Z-BA-CM-BVCOUNT-MULTI
Version V1.00 Rev. 240110 001
© BlueSens gas sensor GmbH

Bilder und Zeichnungen in dieser Kommunikationsanleitung kénnen vom
Original abweichen, sie dienen lediglich Anschauungszwecken. Alle Anga-
ben - auch die technischen - kdnnen ohne Vorankiindigung gedndert wer-
den. Alle Bilder und Grafiken in dieser Kommunikationsanleitung:

© BlueSens gas sensor GmbH, Herten.

Die Richtigkeit der Angaben in dieser Kommunikationsanleitung wurde
sorgfaltig geprift. Dennoch ibernimmt die BlueSens gas sensor GmbH
keine Haftung fiir Folgen, die sich aus etwaigen Fehlern in der Beschrei-
bung und den Abbildungen ergeben. Es gelten die Allgemeinen Geschafts-
bedingungen der BlueSens gas sensor GmbH.

BlueSens gas sensor GmbH
Snirgelskamp 25

D-45699 Herten, Deutschland
Telefon: ~ +049 (0)2366/4995500
Fax: +049 (0)2366/4995599
E-Mail: service@bluesens.de
Homepage: www.bluesens.de

Stand der Information: Januar 2024
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