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The Fermenter Stirrer Motor 1 (FSM1) is used as a stirrer motor for fermenters with volumes of up to 4 litres.

Application-specific data

Stirring speed

Max. 800 rpm (depending on viscosity)

Volume of fermenter

Max. 4 litres

Electrical inputs and outputs

Communication interface RS485
Power supply 24 VDC
Maximum current consumption 1A
Pin assignments for M12 5-pin plug:
1. +24V
i 2. GND
3. RS485B
% 4. RS485A
5. GND

Operating conditions

Permissible ambient temperature range

15 - 30 °C during operations
0 - 60 °C during transport and storage

Permissible ambient pressure range:

0.8 - 1.3 bar

Mechanical specifications

Length

175 mm, (195 mm with M12 5-pin plug)

Width

55 mm
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Height 55 mm
Weight Approx. 1 kg
Protection class P64
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Ubersicht

Der Fermenter Rithrmotor 1 (FSM1) wird als Riithrmotor fiir Fermenter mit einem Volumen von bis zu 4 Liter

verwendet.

Technische Daten

Anwendungsspezifische Daten
Rihrgeschwindigkeit Bis zu 800 rpm (je nach Viskositat)
Fermentervolumen Bis zu 4 Liter

Elektrische Ein- und Ausgange

Kommunikationsschnittstelle RS485
Spannungsversorgung 24V DC
Maximale Stromaufnahme 1A
Anschlussbelegung M12- 5Pol- Stecker:
1. +24V
S 2. GND
3. RS485B
% 4. RS485A
5. GND
Betriebsbedingungen
Zuldssiger Umgebungstemperaturbereich 15 -30°C im laufenden Betrieb
0 - 60 °C wahrend Transport und Lagerung
Zuléssiger Umgebungsdruckbereich 0,8 - 1,3 bar

Mechanische Spezifikationen
Lange 175 mm, (195 mm mit M12- 5- Pol- Stecker)
Breite 55 mm
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Hohe 55 mm
Gewicht Ca. 1kg
Schutzart P64
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