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Overview

The SGP1 is a sample gas pump used for pumping gases.

Technical data

=
I

Fe

Application-specific data

Maximum flow

400 ml/min

Maximum suction power

350 mBar

Supplied hose

PTFE (natural coloured) and PUR (black), each
with 6 mm outer diam., 4 mm inner diam.

Recommended dimensions of the hose

6 mm outer diam., 4 mm inner diam.

Electrical inputs and outputs

Power supply 24 VDC
Maximum current consumption 100 mA
Pin assignments for M8 3-pole plug
4
1. +24V
1 3 4. GND
3. N.C.

Operating conditions

Permissible ambient temperature range

5 - 55 °C during operations
0 - 60 °C during transport and storage

Permissible gas temperature

5 - 55 °C, short-time up to 180 °C

Permissible ambient pressure range 0.8 to 1.3 bar
Permissible relative pressure in exhaust hose Max. 0.3 bar
Maximum duty cycle 100%
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Mechanical specifications

Width 145 mm

Height 155 mm (195 mm with 3-pole connection)
Depth 72 mm

Weight Approx. 0.53 kg

Protection class IP64

Electrical input of power supply unit

Voltage 100 - 240V ~

Frequency 50 - 60 Hz

Maximum current consumption 0.7A

Technical drawing
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Legal notice

Data sheet SGP1
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© BlueSens gas sensor GmbH

The images and drawings in this data sheet may differ from the original; they are for illustrative purposes only.
All information, including the technical information, is subject to change without notice. All images and graphics
in this data sheet: © BlueSens gas sensor GmbH, Herten.

BlueSens gas sensor GmbH
Snirgelskamp 25

D-45699 Herten, Germany

Phone: +049 (0)2366/4995500
Fax: +049 (0)2366/4995599
E-mail: service@bluesens.de

Home page: www.bluesens.de
Information status: March 2023
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Ubersicht

Die SGP1 wird als Messgaspumpe zum Pumpen von Gasen verwendet.

Technische Daten

Anwendungsspezifische Daten

Maximaler Fluss

400 ml/min

Maximale Saugleistung

350 mBar

Mitgelieferter Schlauch

PTFE natur und PUR schwarz je 6 mm AD,
4 mm ID

Empfohlene Dimensionen des Schlauchs

6 mmAD, 4 mm ID

Elektrische Ein- und Ausgange

Spannungsversorgung 24V DC
Maximale Stromaufnahme 100 mA
Anschlussbelegung M8 - 3Pol - Stecker
4
2. +24V
1 3 5. GND
4. N.C

Betriebsbedingungen

Zuldssiger Umgebungstemperaturbereich

5 - 55°C im laufenden Betrieb
0 - 60°C wahrend Transport und Lagerung

Zuldssige Gastemperatur

5 - 55°C, kurzzeitig bis 180°C

Zuldssiger Umgebungsdruckbereich

0,8 - 1,3 bar

Zuléssiger relativer Druck in Abgasleitung

Bis zu 0,3 bar

Maximale Einschaltdauer

100%
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Mechanische Spezifikationen

Breite 145 mm

Héhe 155 mm (195 mm mit 3-Pol-Anschluss)
Tiefe 72 mm

Gewicht Ca. 0,53 kg

Schutzart P64

Elektrischer Eingang Netzteil

Spannung 100 - 240V ~

Frequenz 50 - 60 Hz

Maximale Stromaufnahme 0,7A

Technische Zeichnung
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Impressum
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© BlueSens gas sensor GmbH

Bilder und Zeichnungen in diesem Datenblatt konnen vom Original abweichen, sie dienen lediglich
Anschauungszwecken. Alle Angaben - auch die technischen - kénnen ohne Vorankindigung gedndert werden.
Alle Bilder und Grafiken in diesem Datenblatt: © BlueSens gas sensor GmbH, Herten

BlueSens gas sensor GmbH
Snirgelskamp 25

D-45699 Herten, Germany

Phone: +049 (0)2366/4995500
Fax: +049 (0)2366/4995599
E-Mail: service@bluesens.de

Homepage: www.bluesens.de
Stand der Information: Marz 2023
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