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This communicaton manual describes the communi-
cation functions of the FPP1 peristaltic pump via
Modbus RTU.

For detailed information (in particular safety, operat-
ing, maintenance and disposal instructions), please
refer to the current version of the FPP1 peristaltic
pump operating manual.




General communication information

1. General communication information
The FPP1 supports the following Modbus commands:

3 Read Holding Registers
16 Write Multiple Registers

All addresses in this communication manual are specified in decimal and
hexadecimal values (dec/hex).

Floating values are specified as 32-bit float (IEEE754). The byte order is
ABCD (big-endian).

1.1. Data transmission parameters
The following parameters must be set for serial data transmission:

Baud rate: 38400
Stop bit: 2
Parity bit: None
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2. Register description

2.1. System mode

Register address:

210/0x00D3

Modbus commands

3 (Read Holding Registers)

Default value:

0 - User mode

Size:

1 register (2 bytes)

Data type:

Unsigned integer

System mode

User mode

Description:

Specifies the access authorisation as an un-
signed integer value:

- "User mode = 0";
- "Calibration mode = 1";
- "Installation mode = 2";

- "Admin mode = 3";

2.2. Password entry

Register address:

211/0x00D2

Modbus commands

16 (Write Multiple Registers)

Size:

1 register (2 bytes)

Data type:

Unsigned integer

System mode

User mode

Description:

The password for the corresponding access is
entered here:

- "Calibration mode = 12357";
- "Installation mode = 12011";

- "Admin mode = 2366";

2.3. Modbus address

Register address:

1/0x0001

Modbus commands

3 (Read Holding Registers)
16 (Write Multiple Registers)

Default value:

1

Size:

1 register (2 bytes)

Data type:

Unsigned integer

System mode

User mode

Description:

The Modbus address is output or entered here.
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2.4. Device ID

Register address:

20/0x0014

Modbus commands

3 (Read Holding Registers)

Size:

1 register (2 bytes)

Data type:

Unsigned integer

System mode

User mode

Description:

The ID of the device is output here.

2.5. Internal temperature

Register address:

75/0x0048B

Modbus commands

3 (Read Holding Registers)

Size: 2 register (4 bytes)
Data type: 32-bit float
System mode User mode

Description:

The internal temperature is output here.

2.6. Motor on/off

Register address:

514/0x0202

Modbus commands

3 (Read Holding Registers)
16 (Write Multiple Registers)

Default value:

1 = Motor switched on

Size:

1 register (2 bytes)

Data type:

Unsigned integer

System mode

User mode

Description:

The stepper motor is switched on or off here:
- Value = 0 = Motor switched off
- Value = 1 = Motor switched on
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2.7. Pumping direction

Register address:

517/0x0205

Modbus commands

3 (Read Holding Registers)
16 (Write Multiple Registers)

Default value:

0 - clockwise

Size:

1 register (2 bytes)

Data type:

Unsigned integer

System mode

User mode

Description:

The pumping direction of the FPP1 is specified
here:

- Value = 0 = The pump rotates
clockwise

- Value = 1 = The pump rotates anti-
clockwise

2.8. Operating mode

Register address:

531/0x0213

Modbus commands

3 (Read Holding Registers)
16 (Write Multiple Registers)

Default value:

1 =>Flow mode

Size:

1 register (2 bytes)

Data type:

Unsigned integer

System mode

User mode

Description:

The operating mode of the FPP1 is specified
here:

- Value = 1 = Flow mode
- Value = 2 = Volume mode

- Value = 3 = Calibration mode
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2.9. Target rotation speed

Register address:

518/0x0206

Modbus commands

3 (Read Holding Registers)
16 (Write Multiple Registers)

Default value:

0 > Motor does not rotate

Size:

1 register (2 bytes)

Data type:

Unsigned integer

System mode

User mode

Description:

The pump speed (depending on the calibration)
is specified here. By default, the input is speci-
fied in rpm. The speed entered here is used for
flow mode and volume mode.

FPP1 can only be operated via Modbus when
the blue LED of the middle button is shining.

2.10. Actual rotation speed

Register address:

519/0x0207

Modbus commands

3 (Read Holding Registers)

Size:

1 register (2 bytes)

Data type:

Unsigned integer

System mode

User mode

Description:

The pump speed (depending on the calibration)
is specified here. By default, the output is in
rom. The speed here is output for flow mode
and volume mode.
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2.11.

Target volume

Register address:

520/0x0208

Modbus commands

3 (Read Holding Registers)
16 (Write Multiple Registers)

Default value:

0 = No rotation

Size: 2 register (4 bytes)
Data type: 32-bit float
System mode User mode

Description:

The dosing volume is specified here. By default,
the number of revolutions is entered here. This
value starts the dosing process when the FPP1
is in volume mode and a rotation target speed
greater than O has been set.

FPP1 can only be operated via Modbus when
the blue LED of the middle button is shining.

2.12.

Actual volume

Register address:

522/0x020A

Modbus commands

3 (Read Holding Registers)

Size: 2 register (4 bytes)
Data type: 32-bit float
System mode User mode

Description: The currently added volume is output here. By
default, the number of revolutions is output
here.

2.13.  Calibration duration

Register address:

525/0x020D

Modbus commands

3 (Read Holding Registers)
16 (Write Multiple Registers)

Default value:

1

Size:

1 register (2 bytes)

Data type:

Unsigned integer

System mode

Calibration mode

Description:

The pumping time during a calibration is speci-
fied here in minutes.
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2.14. Calibration rotation speed
Register address: 526/0x020E

Modbus commands | 3 (Read Holding Registers)
16 (Write Multiple Registers)

Default value: 60

Size: 1 register (2 bytes)

Data type: Unsigned integer

System mode Calibration mode

Description: The rotation speed of the FPP1 during calibra-

tion is soecified here in rpm.
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2.15.  Calibration volume

2.16.

Start calibration

Register address:

527/0x020F

Register address:

524/0x020C

Modbus commands

3 (Read Holding Registers)
16 (Write Multiple Registers)

Modbus commands

3 (Read Holding Registers)
16 (Write Multiple Registers)

Default value:

60

Default value:

0 - Calibration stopped

Size:

2 register (4 bytes)

Size:

1 register (2 bytes)

Data type:

32-bit float

Data type:

Unsigned integer

System mode

Calibration mode

System mode

Calibration mode

Description:

Here, the measured volume after calibration is
specified in pl. If the FPP1 should be calibrated
in rpm, the following values must be set:

1. Calibration duration = 1
2. Calibration speed = 60

3. Calibration volume = 60

Description:

Here, the calibration is started after the calibra-
tion duration and calibration rotation speed
have been set.

- Value = 0 - Calibration stopped
- Value = 1 - Start calibration

- Value =2 -> Calibration is being
carried out

FPP1 can only be operated via Modbus when
the blue LED of the middle button is shining.
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2.17.

Volume counter

Register address:

541/0x021D

Modbus commands

3 (Read Holding Registers)

Size:

2 register (4 bytes)

Data type:

32-bit float

System mode

Calibration mode

Description:

By default, the FPP1 is calibrated to rpm. You
can then read out the number of revolutions
since the pump was switched on.

If the FPP1 has been calibrated to millilitres,
the pumped volume since the pump was
switched on can be read out here.

2.18.

Status register

Register address:

551/0x0227

Modbus commands

3 (Read Holding Registers)

Size:

1 register (2 bytes)

Data type:

Unsigned integer

System mode

User mode

Description:

Important information is output via this register:
- Value = 0 - No errors

- Value =1 = Pump over-heated
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3. Legal notice
FPP1 Communication Manual - English

Index Z-BA-CM-FPP1
Version V3.00 Rev. 230830 003
© BlueSens gas sensor GmbH

The images and drawings in this communication manual may differ from

the original; they are for illustrative purposes only. All information, includ-
ing the technical information, is subject to change without notice. All im-

ages and graphics in this communication manual:

© BlueSens gas sensor GmbH, Herten.

The specifications in this communication manual have been carefully
checked for accuracy. Nevertheless, BlueSens gas sensor GmbH assumes
no liability for consequences arising from any errors in the description and
illustrations. The General Terms and Conditions from BlueSens gas sensor
GmbH apply.

BlueSens gas sensor GmbH
Snirgelskamp 25

D-45699 Herten, Germany

Phone: +049 (0)2366/4995500
Fax: +049 (0)2366/4995599
E-mail: service@bluesens.de
Homepage: www.bluesens.de

Information status: August 2023
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BlueSens Inhaltsverzeichnis

Diese Kommunikationsanleitung beschreibt die Kom-
munikationsfunktionen der Schlauchpumpe FPP1
uber den Modbus RTU.

Ausfiihrliche Informationen, inshesondere Sicher-
heits-, Bedienungs-, Wartungs- und Entsorgungshin-
weise, entnehmen Sie bitte der aktuellen Version der
Bedienungsanleitung der Schlauchpumpe FPP1.
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1. Generelle Kommunikationsinformationen
Die FPP1 unterstitzt folgende Modbusbefehle:

3 Read Holing Registers
16 Write Multiple Registers

Alle Adressen werden in dieser Kommunikationsanleitung in Dezimal- und
Hexadezimalwerten (dez/hex) angegeben.

Float- Werte werden als 32 Bit Float (IEEE754) angegeben. Die Byterei-
henfolge ist ABCD (big-endian)

1.1. Parameter der Datenlbertragung
Fiir die serielle Datenlibertragung miissen folgende Parameter eingestellt

werden:

Baudrate: 38400
Stoppbit: 2
Paritatsbit: None
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2. Registerbeschreibung

2.1. Systemmodus

Registeradresse: 210/0x00D3

Modbusbefehle 3 (Read Holding Registers)

Standardwert: 0 - User mode

GroRe: 1 Register (2 Byte)

Datentyp: Unsigned Integer

Systemmodus User mode

Beschreibung: Gibt die Zugangsberechtigung als Unsigned In-

tegerwert an:
- ,User mode = 0%
- ,Calibration mode = 1%
- ,lnstallation mode = 2%

- »+Admin mode = 3%

2.2. Passworteingabe

Registeradresse: 211/0x00D2
Modbusbefehle 16 (Write Multiple Registers)
Grofe: 1 Register (2 Byte)
Datentyp: Unsigned Integer

Systemmodus

User mode

Beschreibung:

Hier wird das Passwort fiir den jeweiligen Zu-
gang eingetragen:

- ,Calibration mode = 12357%;
- Jnstallation mode = 12011%;

- »Admin mode = 2366“;

2.3. Modbusadresse

Registeradresse:

1/0x0001

Modbusbefehle

3 (Read Holding Registers)
16 (Write Multiple Registers)

Standardwert: 1

GroRe: 1 Register (2 Byte)
Datentyp: Unsigned Integer
Systemmodus User mode

Beschreibung:

Hier wird die Modbusadresse ausgegeben /
eingetragen.
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2.4. Gerate ID
Registeradresse: 20/0x0014
Modbusbefehle 3 (Read Holding Registers)
GroRe: 1 Register (2 Byte)
Datentyp: Unsigned Integer
Systemmodus User mode
Beschreibung: Hier wird die ID des Geréats ausgegeben.

2.5. Interne Temperatur

Registeradresse: 75/0x004B
Modbusbefehle 3 (Read Holding Registers)
Grofe: 2 Register (4 Byte)
Datentyp: 32 Bit Float
Systemmodus User mode

Beschreibung:

Hier wird die interne Temperatur ausgegeben.

2.6. Motor an/aus

Registeradresse:

514/0x0202

Modbusbefehle

3 (Read Holding Registers)
16 (Write Multiple Registers)

Standardwert: 1 - Motor eingeschaltet
GroRe: 1 Register (2 Byte)
Datentyp: Unsigned Integer
Systemmodus User mode

Beschreibung:

Hier wird der Schrittmotor ein- bzw. ausgeschal-
tet:

- Wert = 0 - Motor ausgeschaltet
- Wert = 1 - Motor eingeschaltet
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2.7. Pumprichtung

Registeradresse: 517/0x0205
Modbusbefehle 3 (Read Holding Registers)
16 (Write Multiple Registers)
Standardwert: 0 - im Uhrzeigersinn
GroRe: 1 Register (2 Byte)
Datentyp: Unsigned Integer
Systemmodus User mode
Beschreibung: Hier wird die Pumprichtung der FPP1 angege-
ben:
- Wert =0 - Pumpe dreht sich im
Uhrzeigersinn
- Wert =1 -> Pumpe dreht sich gegen
Uhrzeigersinn

2.8. Betriebsmodus

Registeradresse: 531/0x0213

Modbusbefehle 3 (Read Holding Registers)
16 (Write Multiple Registers)

Standardwert: 1 ->Flussbetrieb

GroRe: 1 Register (2 Byte)

Datentyp: Unsigned Integer

Systemmodus User mode

Beschreibung: Hier wird der Betriebsmodus der FPP1 eingetra-
gen:

- Wert = 1 > Flussbetrieb
- Wert = 2 = Volumenbetrieb
- Wert = 3 = Kalibrierbetrieb
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2.9. Drehsollgeschwindigkeit

Registeradresse: 518/0x0206
Modbusbefehle 3 (Read Holding Registers)
16 (Write Multiple Registers)
Standardwert: 0 -> Motor dreht sich nicht
GroRe: 1 Register (2 Byte)
Datentyp: Unsigned Integer
Systemmodus User mode
Beschreibung: Hier wird die Pumpgeschwindigkeit, (je nach

Kalibration) eingetragen. Standardméagig ist die
Eingabe in rpm. Die hier eingetragene Ge-
schwindigkeit wird im Flussbetrieb und im Volu-
menbetrieb verwendet.

Die FPP1 kann nur iiber Modbus gesteuert wer-
den, wenn die blaue LED des mittleren Tasters
leuchtet.

2.10.  Drehistgeschwindigkeit

Registeradresse:

519/0x0207

Modbusbefehle

3 (Read Holding Registers)

Groe:

1 Register (2 Byte)

Datentyp:

Unsigned Integer

Systemmodus

User mode

Beschreibung:

Hier wird die derzeitige Pumpgeschwindigkeit,
(je nach Kalibration) angegeben. Standardma-
Rig ist die Ausgabe in rpm. Die hier eingetra-
gene Geschwindigkeit wird im Flussbetrieb und
im Volumenbetrieb ausgegeben.
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2.11.  Sollvolumen
Registeradresse: 520/0x0208
Modbusbefehle 3 (Read Holding Registers)
16 (Write Multiple Registers)
Standardwert: 0 -> Keine Umdrehungen
GroRe: 2 Register (4 Byte)
Datentyp: 32 Bit Float
Systemmodus User mode
Beschreibung: Hier wird das Dosiervolumen eingetragen. Stan-

dardméRig wird hier die Anzahl der Umdrehun-
gen eingetragen. Dieser Wert startet den Do-
siervorgang, wenn die FPP1 im Volumenmodus
ist und eine Drehsollgeschwindigkeit grofer O
eingestellt wurde.

Die FPP1 kann nur iiber Modbus gesteuert wer-
den, wenn die blaue LED des mittleren Tasters
leuchtet.

2.12.

Istvolumen

Registeradresse:

522/0x020A

Modbusbefehle

3 (Read Holding Registers)

Groe:

2 Register (4 Byte)

Datentyp:

32 Bit Float

Systemmodus

User mode

Beschreibung:

Hier wird das momentan hinzugefiigte Volumen
ausgegeben. StandardmaRig wird hier die An-
zahl der Umdrehungen ausgegeben.
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2.13. Kalibrationsdauer

Registeradresse: 525/0x020D

Modbusbefehle 3 (Read Holding Registers)
16 (Write Multiple Registers)

Standardwert: 1

GroRe: 1 Register (2 Byte)

Datentyp: Unsigned Integer

Systemmodus Calibration mode

Beschreibung: Hier wird die Pumpdauer wahrend einer Kalibra-
tion in Minuten angegeben.

2.14.  Kalibrationsdrehgeschwindigkeit

Registeradresse: 526/0x020E

Modbusbefehle 3 (Read Holding Registers)
16 (Write Multiple Registers)

Standardwert: 60

GroRe: 1 Register (2 Byte)

Datentyp: Unsigned Integer

Systemmodus Calibration mode

Beschreibung: Hier wird die Drehgeschwindigkeit der FPP1,
wahrend einer Kalibration in rpm angegeben.

2.15.

Kalibriervolumen

Registeradresse:

527/0x020F

Modbusbefehle

3 (Read Holding Registers)
16 (Write Multiple Registers)

Standardwert: 60

GroRe: 2 Register (4 Byte)
Datentyp: 32 Bit Float
Systemmodus Calibration mode

Beschreibung:

Hier wird das gemessene Volumen nach einer
Kalibration in pl angegeben. Wenn die FPP1
auf rpm kalibriert werden soll, miissen folgende
Werte eingestellt werden:

4.  Kalibrationsdauer = 1
5. Kalibrationsgeschwindigkeit = 60

6. Kalibriervolumen = 60
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2.16. Kalibration starten
Registeradresse: 524/0x020C
Modbusbefehle 3 (Read Holding Registers)
16 (Write Multiple Registers)
Standardwert: 0 -> Kalibration gestoppt
GroRe: 1 Register (2 Byte)
Datentyp: Unsigned Integer
Systemmodus Calibration mode
Beschreibung: Hier wird die Kalibration gestartet, nachdem die
Kalibrationsdauer und Kalibrationsdrehge-
schwindigkeit festgesetzt wurde.
- Wert =0 -> Kalibration gestoppt
- Wert =1 -> Kalibration starten
- Wert =2 - Kalibration wird durch-
gefiihrt
Die FPP1 kann nur iiber Modbus gesteuert wer-
den, wenn die blaue LED des mittleren Tasters
leuchtet.
2.17.  Volumenzahler
Registeradresse: 541/0x021D
Modbusbefehle 3 (Read Holding Registers)

GroRe: 2 Register (4 Byte)
Datentyp: 32 Bit Float
Systemmodus Calibration mode

Beschreibung:

Die FPP1 ist standardmaRig auf rpm kalibriert.
Hier kann man dann die Anzahl der Umdrehun-
gen seit dem Einschalten der Pumpe auslesen.

Sofern die FPP1 auf Milliliter kalibriert wurde,
kann man hier das geforderte Volumen seit
dem Einschalten der Pumpe auslesen.

2.18.

Statusregister

Registeradresse:

551/0x0227

Modbusbefehle

3 (Read Holding Registers)

GroRe:

1 Register (2 Byte)

Datentyp:

Unsigned Integer

Systemmodus

User mode

Beschreibung:

Uber dieses Register werden wichtige Informati-
onen ausgegeben:

- Wert =0 - keine Fehler
- Wert =1 -> Pumpe iiberhitzt
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